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Quality Transmission Components

METRIC
COMPONENT

www.econobelt.com GA Type Tensioners

MATERIAL:
Body – Die-Cast Aluminum
Head – Low-Friction Special Wear-Resistant Polyethylene (UHMW-PE)
             (Dynamic Coefficient: 0.06 on Dry Steel)
MAX. OPERATING TEMPERATURE:
65°C  (149°F)

All dimensions are in mm unless otherwise noted.

For 3/8" to 3/4" Pitch Roller Chains
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Quality Transmission Components

METRIC
COMPONENT

www.econobelt.com TF Type Tensioners

MATERIAL:
Body – Die-Cast Aluminum
Head – Low-Friction Special Wear-Resistant Polyethylene (UHMW-PE)
             (Dynamic Coefficient: 0.06 on Dry Steel)
MAX. OPERATING TEMPERATURE:
65°C  (149°F)

For 3/8” to 1-1/2” Pitch Roller Chains
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All dimensions are in mm unless otherwise noted.

*	The	polyethylene	head	for	this	size	is	a	semicircular	shape.
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Quality Transmission Components

METRIC
COMPONENT

www.econobelt.com Idler Rollers
With Ball Bearing Supports

MATERIAL:
Steel, Aluminum or Nylon

All dimensions are in mm unless otherwise noted.

*Not Available.
NOTE:  Washers, nut and bolt supplied with rollers.
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Quality Transmission Components

METRIC
COMPONENT

For 6 mm V-Belts
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All dimensions are in mm unless otherwise noted.

Pulley with bearings

MATERIAL:
Black, Polyamide-6
MAX. OPERATING TEMPERATURE:
100°C  (212°F)
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PUG Type Pulleys
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Quality Transmission Components

METRIC
COMPONENT

MATERIAL:
Polyethylene (UHMW-PE)

All dimensions are in mm unless otherwise noted.

NOTE:  Washers, nut and bolt supplied with tensioner head.
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P Type Tensioner Heads
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Quality Transmission Components

METRIC
COMPONENT

MATERIAL:
Steel

All dimensions are in mm unless otherwise noted.

NOTE:  Washers, nut and bolt supplied with sprocket.
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Quality Transmission Components

METRIC
COMPONENT

MATERIAL:
Steel, Hardened Teeth (HRC 50)
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All dimensions are in mm unless otherwise noted.

NOTE:  Washers, nut and bolt supplied with sprocket.
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With Hardened Teeth

For 3/8" to 1" Pitch Roller Chains
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PT Type Idler Sprockets
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Quality Transmission Components

METRIC
COMPONENT

MATERIAL:
Steel

All dimensions are in mm unless otherwise noted.

NOTE:  Washers, nut and bolt supplied with sprocket.

With Ball Bearing Supports
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R Type Idler Sprockets


